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What do we have without specifications?


https://www.youtube.com/watch?v=VI4q4ShXNYw

NFCA Floor Covering Reference Manual




www.floorcoveringreferencemanual.com



What os I n the manual ?

A Resilient (Vinyl, linoleum, rubber)
A Carpet (Broadloom and tile)

A Hardwood (Engineered, solid)

A Laminate, Cork and Bamboo
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Testing Requirements

Indoor Environmental Conditions
Subfloor Preparation

Trade Certification

Quality Assurance Program
A Who does what on site
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BO6AcSpecification Guide 09 65 00 Resilient

.01
.02
.03

Description
Reference Standards

nspection Requirements and Cost

.04 Testing Requirements

.05 Prelnstallation Site Meeting

.06 Mockup

.07 Product Delivery, Handling, and Storage
.08 Installation Requirements

.09 Maintenance Materials and Data

.10 Bond Requirement

.11 Warranties



BO6AcSpecification Guide 09 65 00 Resilient

.01 Description
.02 Reference Standards
.03 Inspection Requirements
.04 Testing Requirements
Temperature:
Ambient air
Substrate Surface
Floor covering and related materials
Ambient Relative Humidity
Subfloor Moisture
Dew Point
Concrete Surface pH level
Concrete Surface Porosity
Concrete Surface Profile
Subfloor Flatness
Mat Bond Evaluation
.05 Pre-Installation site meeting
.06 Mock-Up
.07 Product Delivery, Handling, and Storage
.08 Installation Requirements
.09 Maintenance Materials and Data
.10Bonding
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Mat Bond
Evaluation

ASTM F3314119




Mat Bond Test

ASTM F3311

ile+1195+Primer+Slab
(Note: a S-gallon bucket was placed over test
ple #3 for 72 hours)




Mat Bond Test

ASTM F3311




Getting the concrete right.
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What do we need?

A A flat SUI’faCQBmm within 3meter radius)
A No surface contaminants

A Thoroughly dry

A Warm

A Porous

A Correct Surface Profile



A D ust




Why so flat?



1.Visual issues
2. Trip hazards



Rolling loads
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A Hardened conerete finishing
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Skim (scratch) Coat



NFCA Concrete Specification Committee
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«Project_Name»
«Project_No» Interior Concrete Floor
«Date» Performance Requiremée

Page 3

o This Section is included in Division 01, recognizing that the work results
described within the specification span multiple Divisions and relies on many
contributors to the Work of the Project to achieve success, and recognizes
that Division 03 procurement may occur substantially earlier than Division 09
procurement, leaving no opportunity to describe improved or more restrictive
tolerances in fast tracked projects.

- Describing the best solution requires communication between all contributors
to the Work, and design flexibility that recognizes quality of workmanship
available at the Place of the Work.

o The solution must account for construction scheduling and costs, potential for
additional materials for grinding and filling, additional reinforcing steel to
limit slab curl and deformation, adjustment of structural connections, and
account for project participants ability to collaborate on implementing
mitigation strategies in early stages of construction before permanent
structures are installed on top of horizontal concrete substrates.

1 General
1.1 INTENT

SPEC NOTE: The terms [Constructor] and [Trade Description] are used in this document to
identify contract participants. The Specifier should modify the document to include
appropriate reference to the participants described in the Contract; substituting the words
Contractor, Construction Manager or Design-Builder for [Constructor], and Subcontractor or
Trade Contractor for [Trade Description].

1.1.1 The intent of this Section is to establish guidance for the ‘s role in
developing a quality management program that promotes cooperative and
collaborative approaches to achieving specified finishing tolerance of concrete
substrates (concrete flatwork) that are appropriate for applied finishes and
floorcoverings required for the Project; it is not intended to establish policies
for policing-the-work and punitive-measures to enforce the Contract.

1.1.2 The intent of this Section is to establish guality management procedures
associated with performance of concrete slab placing and finishing that will
receive [cementitious underlayments] [,] [cementitious toppings] [ground and
polished concrete finishes] [burnished concrete finishes] [applied finishes]
[floorcoverings] [high-build resinous finishes] [and] [insert other surface
dependent floor finish] requiring contributions from multiple divisions of the
Work.



Drains and cleanouts
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Moisture In concrete

WhSg 2N 2fR atloaz
are wet until yowrovell KSY (2 0 €
All new concrete Is highly alkaline



Resilient Flooring (vinyl, linoleum, rubber, VCT)
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3. Indoor Environmental Conditions



Temporary walls to
outside

Temporary heat source

Scheduled installation area
at 5 degrees Celsius (41f)



Humidity an
Temperature managed
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Temperature and Humidity Graph
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How do we get the right installer on site?
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Installation underway




Photo 25: External corner butterfly v-plug
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How can we support each other?



NFCAI

National Floor Cov iation of Canada

1. Use correct flooring specifications



www.nfca.c
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Nationa! Floor Covering Association

dwood, laminate

LEARN MORE

PROMOTING INDUSTRY STANDARDS FOR RESILIENT, CARPET, HARDWOOD,
LAMINATE, CORK AND BAMBOO FLOOR COVERING INSTALLATIONS



RESILIENT SHEET SPECIFICATION 09 65 00



